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MM1S (Shallow Water ) 

Cable length: 1.8m 
Power:  AC24V 36 Watt. 
Depth below surface: 10~24mm 
Water rate: 90 ml/h 
Dimensions: L65mm W40mm H32mm  

The small Mist Maker makes an attractive indoor water 
feature. The mist contains a large number of negative ions 
which help to freshen the air. The vaporised water adds to 
the humidity of the room. 

MM1P & MM1LEDP  

Cable length: 1.8m 
Power:  AC24V 30 Watt. 
Depth below surface: 25~45mm 
Water rate: 70 ml/h 
Dimensions: Ø 40mm H 45mm  

MM1LED (LCD = with 15 LED’s ) 

Cable length: 1.8m 
Power:  AC24V 30 Watt. 
Depth below surface: 25~45mm 
Water rate: 90 ml/h 
Dimensions: Ø45mm H45mm 
15 LED’s change colour  

MM1 

Cable length: 1.8m 
Power:  AC24V 36 Watt. 
Depth below surface: 25~45mm 
Water rate: 90 ml/h 
Dimensions: Ø 40mm H 45mm  
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MM1L (5W halogen)  

Cable length: 1.8m 
Power:  AC24V 30 Watt. 
Depth below surface: 25~45mm 
Water rate: 90 ml/h 
Dimensions: Ø45mm H45mm 
includes colour lenses 

MM1LCH  

Cable length: 1.8m 
Power:  AC24V 105 Watt. 
Depth below surface: 25~45mm 
Water rate: 90 ml/h 
Dimensions: Ø45mm  H45mm 
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MM9 with LED’s  
Power: AC36V 280 Watt 
Cable length: 10m 
Dimensions: Ø100mm x 55mm   
Water rate: 1100ml/h 
Depth below surface: 30~50mm 

MM6 with LED’s 
Cable length: 10m 
Dimensions: 270mm x 60mm x 60mm   
Power: AC24V 0 Watt 
Water rate:  
Depth below surface: 30~50mm 

MM12 
Power: AC36V 280 Watt 
Cable length: 10m 
Dimensions: Ø150mm x 60mm   
Water rate: 6000ml/h 
Depth below surface: 60~80mm 

MM3  
Cable length: 10m 
Power:  AC24V 105 Watt. 
Depth below surface: 30~50mm 
Water rate: 240 ml/h 
Dimensions: Ø68mm  H55mm 

MM3LED (Colour changing)  

Cable length: 10m 
Power:  AC24V 105 Watt. 
Depth below surface: 30~50mm 
Water rate: 240 ml/h 
Dimensions: Ø68mm  H55mm 
Also available in plain Red; Blue & White 

MM5 

Cable length: 10m 
Dimensions: Ø85mm  H55mm 
Power: AC24V 200 Watt 
Water rate: 400 ml/h 
Depth below surface: 30~50mm 

MM5L 

Cable length: 10m 
Dimensions: Ø85mm  H55mm 
Power: AC24V 200 Watt 
Water rate: 400 ml/h 
Depth below surface: 30~50mm 
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Float Rings 
For ponds & water features that are too deep, these 
float rings are ideal, ensuring that the units are kept at 
the right level ensuring optimal mist generation 
Made for all sizes except MM1S; MM1L; MM12 

MPML 
Cable length: 10m 
Power: AC24V 72 Watt 
Depth below surface: 30-50mm 
Water rate: 240ml/h 
Dimensions: Ø190mm H65mm 
Available in Red; Green; Yellow; White 
& Colour changing 
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MPMLCR (Colour changing only) 
Cable length: 10m 
Power: AC24V 72 Watt 
Depth below surface: 30-50mm 
Water rate: 240ml/h 
Dimensions: Ø190mm H65mm 
Comes with 20m range keychain remote 
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After operating the mistmaker for some time, you may notice a decrease in the 
amount of mist produced or it may stop working altogether. You may need to ei-
ther clean or replace the ceramic disc.  
Wash off water deposits with soft cloth or an ear bud in clean water. Don't use any 
washing powder; a nail or other hard material to clean ceramic disc or it will 
scratch & damage the ceramic disc. If after cleaning the ceramic disc, the mist 
quantity is still very small or it still doesn’t generate mist but only causes the water 
to spray, you will need to replace the ceramic disc.  
The following steps will help you replace the ceramic disc. 
�    Unplug the unit and remove from water container. 
�    Using the key tool, insert the key into the winding ring and turn anticlockwise. 
�    Remove the ceramic disc, note that there is a front and back of the ceramic       
 disc. Be sure to 
      reinstall with the correct side up (black ring facing down). 
�    Install a new ceramic disc. Refer to assembly view of mist unit for proper  
 Installation all of parts. 
�    Ensure the inside area of the unit cavity is completely dry before the parts are 
 reinstalled. 

The stand is for MM1L 
mister and light  

MM1LS 

SPARE PARTS 

On/Off Switch and 
mist regulator 

MM3D  MM5D  

MM1D  

MM1DS  

Water Guard is for 
MM1 mister  

MM1W 

5 way / 3 way dividers 
 
These convenient cable dividers allows for multiple mist-
makers or lights with the same connection to be joined 
onto a single transformer 

Photocell  
12VAC,5A, 60W photo cell with outdoor 
connector for mistmakers; underwater lights or 
garden lights, it turns light on at dusk and off at 
dawn, it has on/off switch and 4,6,8 hour timer 
after it is turned on. It works with all mistmakers 
& LED lights or any other item as long as it is 
outdoor 12VAC, less than 60W in total 


